
FOR WIRING THE 720-MDO AS A 720-MD, CONNECT THE 
POWER CABLES (ORANGE & WHITE) AS SHOWN BELOW 
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IT IS IMPERATIVE THAT THE NEGATIVE (BLACK) FOR THIS UNIT 
IS TAKEN FROM THE SAME BATTERY THAT THE MD IS 
ISOLATING. FAILURE TO DO THIS WILL CAUSE THE UNIT TO 
WORK ERRATICALLY. ONLY ONE NEGATIVE MUST BE SUPPLIED 
TO EACH UNIT FOR CORRECT OPERATION.

RED
GREEN
BLACK

REAR VIEW

ORANGEWHITE
(AUX POWER) (MAIN POWER)

INST‐MDO‐INSERT 

HEAVY DUTY
LOADS

LED

ON/OFF
SWITCH

BATTERY

+ -

REMOTE KEY SWITCH

OUTPUT

INPUT

OUTPUT

INPUT
+

-

IT IS IMPERATIVE THAT THE NEGATIVE (BLACK) FOR THIS UNIT 
IS TAKEN FROM THE SAME BATTERY THAT THE MD IS 
ISOLATING. FAILURE TO DO THIS WILL CAUSE THE UNIT TO 
WORK ERRATICALLY. ONLY ONE NEGATIVE MUST BE SUPPLIED 
TO EACH UNIT FOR CORRECT OPERATION.

RED
GREEN
BLACK

REAR VIEW

ORANGEWHITE
(AUX POWER) (MAIN POWER)

INST‐MDO‐INSERT 


