
GPSMAP 723 & 
GPSMAP 723xsv

GPSMAP 923 & 
GPSMAP 923xsv

GPSMAP 1223 & 
GPSMAP 1223xsv

DISPLAY SIZE 6.2" 7" 7" 9" 7" 9" 12"

DISPLAY TYPE & RESOLUTION WVGA 800x480 px WVGA 800x480 px  WVGA 800x480 px WVGA 800x480 px WSVGA 1024x600 px WXGA 1280x720 px WXGA 1280x800 px

TOUCH OR KEYED PANEL Keyed Keyed Assist Multotouch Keyed Assist Multotouch Keyed Assist Multotouch Multitouch Multitouch Multitouch

IPS DISPLAY

PHYSICAL DIMENSIONS 21.8 x 13.0 x 6.2cm 25 x 13.9 x 5.1 cm 25 x 13.9 x 5.1 cm 28.2 x 16.4 x 6.0 cm 19.2 x 14.0 x 7.4 cm 23.3 x 16.2 x 7.6 cm 30.8 x 22.8 x 8.2 cm

RECEIVER 5 Hz 5 Hz 5 Hz 5 Hz 10 Hz 10 Hz 10 Hz

NMEA 2000 & NMEA 0183

WIFI®  CONNECTIVITY  

ANTTM CONNECTIVITY  

HTML 5 CONNECTIVITY  

GARMIN MARINE NETWORK

 1 port
For Internal Sonar Sharing (7" 
and 9" UHD and Ultra only) or 

Panoptix

 1 port
For Internal Sonar Sharing (7" 
and 9" UHD and Ultra only) or 

Panoptix

 1 port
For Internal Sonar Sharing (7" 
and 9" UHD and Ultra only) or 

Panoptix

 1 port
For Radar, Panoptix and Data 

Sharing

 1 port
For Radar, Panoptix and Data 

Sharing

 2 ports
For Radar, Panoptix and Data 

Sharing

GARMIN RADAR COMPATIBLE

AIS & DSC SUPPORT

AUTOPILOT SUPPORT

CHIRP      (xsv models)  (xsv models)  (xsv models)

CLEARVÜ   (xsv models)  (xsv models)  (xsv models)

SIDEVÜ  (xsv models)  (xsv models)  (xsv models)

UHD SCANNING SONAR     (xsv models)  (xsv models)  (xsv models)

TRANSDUCER PIN NUMBERS 4 PIN 8 PIN 12 PIN 12 PIN 12 PIN (xsv models) 12 PIN (xsv models) 12 PIN (xsv models)

PANOPTIXTM SUPPORT

SONAR RECORDNING

ECHOMAP UHD 92sv w/o xdcr
ECHOMAP UHD 92sv w/ GT56 UHD

ECHOMAP UHD 72sv w/o xdcr
ECHOMAP UHD 72sv w/ GT56 UHD

ECHOMAP UHD 72cv w/o xdcr
ECHOMAP UHD 72cv w/ GT24 UHD

ECHOMAP UHD 62cv w/o xdcr
ECHOMAP UHD 62cv w/ GT24 UHD

COMPARISON CHART
ECHOMAP vs GPSMAP


